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SUPPLEMENTAL MOBILE
COMMUNICATION DEVICE

BACKGROUND

Communication service providers invest in the communi-
cation networks they provide to their customers in order to
ensure high quality voice and data transmission. However,
differences in quality and performance between the networks
of'service providers may not be apparent to customers who do
not have previous experience or access to quality and/or per-
formance data regarding the networks. Furthermore, the rapid
expansion of wireless networks has resulted ina large number
of first-time users and customers who have little knowledge
of'performance and quality differences between wireless net-
works. Accordingly, it is difficult for service providers to gain
a clear marketing advantage based upon network perfor-
mance alone.

By contrast, new communication devices used on these
networks are proliferating rapidly and are often accompanied
by comprehensive advertising campaigns that bring a great
deal of attention to the new features and advantages offered
by each of the devices. Accordingly, communication service
providers have recently employed the strategy of pursuing
exclusive agreements with manufacturers of certain commu-
nication devices to distinguish themselves from competitors
in the marketplace. Accordingly, the market for new commu-
nication devices such as wireless smartphones is rapidly
expanding as manufacturers try to develop the most popular
devices that will bring the greatest value to such agreements.

Many service providers may typically pair new devices
with contractual obligations that require the customer to pur-
chase a service contract for a defined period of time, perhaps
even several years, thereby guaranteeing the service provider
a revenue stream for at least the life of the contract. While
demand for new devices may generally be sufficient enough
that a significant number of customers are nonetheless willing
to agree to such terms in order to obtain the newest and best
devices, many of the customers eventually wish to purchase a
newer device before their service contract ends. These cus-
tomers are usually limited to the selection offered by their
service provider in order to avoid substantial penalty fees for
early cancellation of their service contract.

Accordingly, many customers would prefer to be able to
use new communication devices offered by different service
providers on other networks available to them, for example
those provided by service providers with which they already
have an active service plan.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic illustration of an exemplary commu-
nication network;

FIG. 2A is a schematic illustration of an exemplary supple-
mental mobile communication device;

FIG. 2B illustrates the exemplary supplemental mobile
communication device of FIG. 2A with a host device con-
nected;

FIG. 3 illustrates an exemplary process for using a host
device on a different network than is associated with the host
device;

FIG. 4 illustrates an exemplary subprocess for providing
encryption of communications between a host device and the
network of a supplemental mobile communication device;
and
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2

FIG. 5 illustrates an exemplary subprocess for comparing
service networks of a host device and a supplemental mobile
communication device.

DETAILED DESCRIPTION

Various exemplary illustrations are provided of systems
and methods for providing a supplemental mobile communi-
cation device that allows use of a host communication device
with a network different from that associated with the host
device, e.g., anetwork of a different service provider or that is
otherwise restricted to the host device. An exemplary system
includes a supplemental mobile communication device hav-
ing a transmitter that is configured to selectively communi-
cate via a wireless network, and an adapter that is in commu-
nication with the transmitter, where the adapter is configured
to selectively allow communication between the transmitter
and a plurality of host devices associated with a different
wireless network. The system may further include a processor
configured to compare a service plan associated with the
supplemental mobile communication device with a service
plan associated with the host device, and selectively route
communications initiated by a user interface of the host
device through one of the first and second communication
networks based upon at least the comparison of the first and
second service plans.

An exemplary method includes receiving an initiated com-
munication from a host device at a supplemental mobile
communication device associated with a first mobile commu-
nication network. The initiated communication is initiated by
a user interface of the host device, which is associated with a
host communication network. The exemplary method further
includes comparing a service plan associated with the host
device with a service plan associated with the supplemental
mobile communication device, and selectively routing the
initiated communication through one of the host communi-
cation network and the wireless communication network
based upon at least the comparison of the first and second
service plans.

FIG. 1 illustrates an exemplary system 100 for allowing
communication and/or transmission of data between mobile
devices. System 100 includes a plurality of mobile devices
110 that are associated with at least a first wireless network
120. The system 100 further includes a supplemental mobile
device 112 that is associated with a second wireless network
130.

The first wireless network 120 and second wireless net-
work 130 may be, for example, CDMA wireless networks,
GSM wireless networks, or any other known network con-
figuration. As illustrated in FIG. 1, each wireless network
120, 130 typically includes a base station 122, 132, a tele-
communications network 124, 134, and a telecommunica-
tions server 126, 136. The networks 120, 130 may each be
associated with different service providers, such that mobile
device 110 is generally unable to register with or communi-
cate directly via network 130. Similarly, supplemental mobile
device 112 is generally unable to communicate via network
120. Typically, the mobile device 110 and supplemental
mobile device 112 each register with an available network
associated with their respective service provider, such as
wireless network 120 and wireless network 130, as may be
allowed by each respective service provider. While a single
network is shown for each service provider, a service provider
associated with the mobile device 110 and supplemental
mobile device 112 may provide a number of distinct networks
upon which the mobile device 110 and supplemental mobile
device 112 may operate.
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Mobile device 110 generally operates by accessing a
respective base station 122 in the first network 120, e.g., that
communicates with a telecommunications network 124
allowing the mobile device 110 to conduct various voice and
data communications with other devices, such as a remote
telephone, computer, telecommunications server 126, etc.
Similarly, supplemental mobile device 112 may generally
operate by accessing a base station 132 of the second wireless
network 130 that communicates with a telecommunications
network 134, allowing supplemental mobile device 112 to
conduct various voice and data communications with other
devices, such as a remote telephone, computer, telecommu-
nications server 136, etc. While only a single base station 122,
132, telecommunications network 124, 134, and telecommu-
nications servers 126, 136 are illustrated within each of the
networks 120, 130, each network 120, 130 may include a
large number of base stations, telecommunications networks,
and servers that extend across cities, states, or even countries.
Accordingly, no numerical or geographical limitation should
be implied to system 100. Additionally, while one mobile
device 110 is illustrated, a large number of different mobile
devices 110 may be associated with any communication net-
work, e.g., network 120.

Mobile device 110 is typically any wireless device capable
of facilitating voice and/or data communications over wire-
less network 120. For example, mobile device 110 can be a
cellular phone, a personal digital assistant, a handled com-
puter, a laptop, or the like. Mobile device 110 is typically
capable of utilizing more than one wireless communication
protocol in order to access different types of wireless net-
works. For example, mobile device 110 can be any device that
can communicate voice or data over a wireless network 120,
such as by communicating with base station 122 using code
division multiple access (CDMA), time division multiple
access (TDMA), global system for mobile communications
(GSM), a Universal Mobile Telecommunication System
(UMTS), a Long Term Evolution (LTE), or the like. Addi-
tionally, mobile device 110 can also communicate with vari-
ous devices using such wireless protocols as Bluetooth, WiFi
(i.e. IEEE 802.11), ZigBee, Z-Wave, or any other wireless
communication protocol.

The supplemental communication network 130 may also
include a supplemental mobile communication device server
140. As will be described further below, the server 140 gen-
erally facilitates communication of a host device, e.g., mobile
device 110, via a network other than that allowed by the
service provider of the network with which the host device is
associated. For example, as will be described further below,
the supplemental mobile communication server 140 may
facilitate initiated communications, e.g., a phone call, from
the mobile device 110 via the network 130 when the mobile
device 110 is connected to the supplemental mobile device
112. Thus, the server 140 may generally provide a platform
for or otherwise generally support data or processes associ-
ated with allowing a host device to communicate via a net-
work that is not associated with the host device, e.g., mobile
device 110 via network 130. For example, the server 140 may
store communication parameters for supplemental mobile
device 112 and a number of given mobile devices that may
serve as host devices for the supplemental mobile device 112.
These parameters may be provided, for example, by users
associated with the supplemental mobile device 112 who
wish to use certain host devices with the supplemental mobile
device 112.

Mobile device 110 generally communicates with a base
station 122 that is within a certain proximity of mobile device
110. Base station 122 typically transmits communication sig-
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nals from mobile device 110 to a Mobile Telephone Switch-
ing Office (MTSO) or packet data node (PDN). Each MTSO/
PDN is associated with one or more base stations 122, 132,
and each typically handles communications for a plurality of
mobile devices 110. Typically, mobile device 110, base sta-
tions 122, 132, or the MTSO/PDN will periodically commu-
nicate with a telecommunications server 126, 136.

Mobile device 110 is typically capable of communicating
voice and/or data with another device by accessing network
120 or 130. Typically, mobile device 110 communicates with
networks 120 or 130 through base stations 122, 132 using one
of'any number of different wireless communication technolo-
gies. Typically, mobile device 110 is capable of communicat-
ing with both networks 120, 130. For example, mobile device
110 may include a wireless communication system that is
capable of tuning into different radio frequencies used by
different types of wireless networks 120, 130, and also
capable of utilizing different wireless communication proto-
cols. Mobile device 110 may also be capable of communicat-
ing with both networks 120, 130 simultaneously over differ-
ent operating frequencies and using different wireless
protocols. Mobile device 110 is generally capable of tuning
into one or more radio frequencies. For example, mobile
device 110 may include two or more radios, enabling mobile
device 110 to simultaneously communicate with wireless
networks 120, 130.

Telecommunications networks 124, 134 typically include
both wired and wireless communication networks, and facili-
tate voice and data communications between various devices,
including mobile device 110. For example, telecommunica-
tions networks 124, 134 typically facilitate voice and/or data
communications between multiple mobile devices 110, tele-
phones, computers, etc. Telecommunications networks 124,
134 may connect to and/or include a Public Switched Tele-
phone Network (PSTN), a wireless network, satellite com-
munications, or any other network/equipment used to facili-
tate voice and/or data communications, allowing mobile
device 110 to communicate with other devices, and possibly
also facilitating communications between telecommunica-
tions servers 126, 136 and mobile device 110.

Telecommunications networks 124, 134 may include, but
are not limited to, one or more Voice over Internet Protocol
(“VoIP”) networks, Public Switched Telephone Networks
(“PSTNs”), overlay VoIP networks (e.g., a VoIP network
overlaid on a PSTN), wireless communication networks (e.g.,
cellular telephone or satellite pager networks), wireline net-
works, packet-switched networks, circuit-switched net-
works, or any combination or subset of the above-listed net-
works. Telecommunications networks 124, 134 may be
configured to carry one or more types of communication
signals, including, but not limited to, Internet Protocol signals
(i.e., IP-based signals), Time Division Multiplexing (TDM)
signals, Session Initiation Protocol (SIP) signals, PSTN sig-
nals, wireless signals (e.g., Code Division Multiple Access
(CDMA), Time Division Multiple Access (IDMA), and Glo-
bal System for Mobile communication (GSM) signals), voice
signals, and any other communication signals. As further
illustrated in FIG. 1, telecommunication networks 124, 134
are typically connected to one another, either directly as
shown in FIG. 1, or possibly through one or more other
intermediary networks, such as through the Internet, a PSTN,
etc.

Telecommunications servers 126, 136 and supplemental
mobile communication server 140 can be any type of com-
puting device that typically includes a processor, a memory,
and a computer-readable medium. Servers 126, 136, 140 may
also include one or more databases for managing data. The
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supplemental mobile device 112 may also include a processor
and/or computer-readable medium.

The system 100 and supplemental mobile device 112 gen-
erally facilitate the communication of a user via a host device,
e.g., mobile device 110, via one or more networks, e.g.,
network 130, that the host device itself is not authorized or
otherwise capable of registering with to transmit or receive
data or other communications. Moreover, as will be described
further below, the system 100 may allow for the selective use
of the networks associated with the mobile device 110 and
supplemental mobile device 112, respectively. More specifi-
cally, once the mobile device 110 is connected with supple-
mental mobile device 112, a user may be provided the option
of communicating via the network 120 associated with the
mobile device or the network 130 associated with the supple-
mental mobile device 112.

The supplemental mobile device 112 and/or supplemental
server 140 may also be configured to compare a service plan
associated with the supplemental mobile device 112 with a
service plan associated with a host device, e.g., mobile device
110, thereby allowing a user to determine which of the net-
works 120, 130 available should be used according to a vari-
ety of parameters, e.g., cost, network performance, service
availability, etc. A user or administrator associated with the
mobile device 110 and/or supplemental mobile device 112
may provide service plan information associated with the
mobile device 110 and the supplemental mobile device 112 to
the supplemental device server 140, thereby allowing the
server 140 to directly compare the service plans and usage
patterns to determine which of the available networks 120,
130 would be least costly to use. Other parameters may be
utilized in this determination as well, e.g., network perfor-
mance given a location of the mobile device 110 and/or
supplemental mobile device 112 at the time of the request,
service limitations associated with either plans such as avail-
ability of advanced network features, etc.

Additionally, as will be described further below, the system
100 may allow the supplemental mobile device 112 to encrypt
communications or data exchanges transmitted from the
supplemental mobile device 112 via network 130. Accord-
ingly, the system 100 and/or supplemental device server 140
may allow for encryption of communications initiated with a
host device such as mobile device 110, where the communi-
cations are initiated by the user interface 150 and transmitted
via the supplemental mobile device 112 and/or network 130.

Encryption of communications between the supplemental
mobile device 112 and the network 130 may be accomplished
in any manner that is convenient. For example, the supple-
mental device server 140 and/or supplemental mobile device
112 may use an encryption key or scheme stored by the server
140 or the supplemental mobile device 112 itself. Multiple
keys or encryption schemes may be provided to ensure secu-
rity, and may be indicated by, for example, an identity pro-
vided by adevice, e.g., a certain one of device 180, with which
the supplemental mobile device 112 is communicating. More
specifically, devices 180a, 1805, 180c¢ (collectively, 180) with
which the supplemental mobile device 112 wishes to com-
municate in an encrypted manner may be registered or stored
by the supplemental device server 140. Encryption keys and
schemes for encrypting communications sent from the
supplemental mobile device 112 via the network 130 may
thus be stored on the supplemental device server 140. Alter-
natively, encryption keys may be stored directly on the
supplemental mobile device 112. In examples where encryp-
tion keys are stored directly on the supplemental mobile
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device 112, copies of these encryption keys may be provided
on any other devices 180 with which encrypted communica-
tion is desired.

Encryption keys may generally be retrieved by the supple-
mental mobile device 112 and any other devices (not shown)
with which the supplemental mobile device 112 communi-
cates in order to allow the supplemental mobile device 112
and the other device to communicate. For example, each of
the supplemental mobile device 112 and other communica-
tion devices, e.g., mobile devices 180, may download an
encryption key from the supplemental device server 140.
Furthermore, different encryption codes may be employed
for each device registered for encryption. Accordingly, when
a communication, e.g. a phone call, is initiated from supple-
mental mobile device 112 to one of the other devices 180, a
device, e.g., one of the other devices receiving the call, may
confirm an identity, e.g., a phone number, internet protocol
address, etc., of the supplemental mobile device 112 and
retrieve the appropriate encryption key. Similarly, when a
communication, e.g., a phone call is initiated from one of the
other devices 180 to the supplemental mobile device 112, the
supplemental mobile device 112 may confirm the identity of
the device from which it is receiving the communication, and
retrieve the appropriate encryption key.

Turning now to FIGS. 2A and 2B, supplemental mobile
device 112 is described in further detail. As described above,
supplemental mobile device 112 may generally be a wireless
device capable of facilitating voice and/or data communica-
tions over wireless network 130. Supplemental mobile device
112 may include a main body 200, and a radio module or
transmitter 202 that is configured to selectively communicate
via the wireless network 130.

Referring now also to FIG. 2B, a schematic illustration is
shown of a supplemental mobile device 112 that is connected
to a host device, specifically mobile device 110. In this
example, the main body 200 may be shaped as a case or shell
designed to fit over and/or around a host device(s) such as
mobile device 110, while allowing access to a user interface,
e.g., adisplay 150 and/or keypad 152, of the host device. The
supplemental mobile device 112 may alternatively be config-
ured to be installed onto a host device in any manner that is
convenient, e.g., onto a back or side panel of the host device,
or by way of any other connection, e.g., a standardized wired
connection such as a USB cable, wireless connections such as
Bluetooth, or any other standardized interface that is conve-
nient. Further, the supplemental mobile device 112 may itself
be sufficiently compact that it is capable of being received
within a host device, e.g., a USB port, memory card expan-
sion slot, battery bay, etc.

The supplemental mobile device 112 may further include
an adapter module 204 that is in communication with the
transmitter 202. The adapter module 204 is configured to
selectively allow communication between the transmitter 202
and any one of a plurality of host devices that may be asso-
ciated with a different wireless network, e.g. mobile device
110 that is associated with wireless network 120. Addition-
ally, the supplemental mobile device 112 may include a sepa-
rate communication adapter 204a, and a power adapter 2045
that generally separate the functions of communication and
power exchange between the supplemental mobile device
112 and a host device, e.g., mobile device 110. The supple-
mental mobile device 112 may thus be powered by the host
device when plugged into the host device via the power
adapter 2045 of the adapter module 204. In other examples,
the supplemental mobile device 112 may combine power and
communication functionality in a single adapter module 204,
for example a USB connection. The host device thereby is
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“plugged in” to the supplemental mobile device 112, with the
adapter module 204 receiving a mating communication inter-
face (not shown) of the host mobile device 110. For example,
the mating communication interface may be a standardized
connection interface, e.g., a USB port that receives a mating
USB connector of the adapter module 204. However, any
other forms of wired or wireless device-to-device communi-
cation may be employed, e.g., a USB-to-USB cable, Blue-
tooth, etc. Accordingly, the adapter module 204 generally
allows ahost device to selectively communicate via a wireless
network 130 that is associated with the supplemental mobile
device 112, as will be described further below.

The supplemental mobile device 112 also may include a
memory module 206. Memory module 206 may include any
features for providing a memory that is selectively accessible
by the supplemental mobile device 112. Merely as examples,
the memory module 206 may include a memory component
that is physically and permanently installed to the main body,
i.e., a RAM or hard drive module 206a. The memory module
206 may also include a removable memory bay 2065 for
receiving a removable memory device, e.g., a memory card.

As described above, the mobile device 110 is associated
with the first network 120, and accordingly, when the mobile
device 110 is not connected to the supplemental mobile
device 112, may only directly initiate communications, such
as phone calls or data transmissions, via the network 120.
However, upon connecting the mobile device 110 as a host
device to the supplemental mobile device 112, initiated com-
munications, e.g., phone calls or data downloads, may be
initiated with the host device that are transmitted via the
second network 130 that is associated with the supplemental
mobile device 112. The supplemental mobile device 112 may
thus allow a host device such as the mobile device 110 to be
used to communicate via the network 130 generally as if the
host device were communicating via the network associated
with the host device. Accordingly, a user interface (not
shown), e.g., a numerical keypad, keyboard, or the like, of the
mobile device 110 may be used to selectively initiate com-
munications via the network 130 associated with the supple-
mental mobile device 112. Moreover, as described above, the
user may communicate using the host device, e.g., mobile
device 110, via either the network 120 that is associated
directly with the mobile device 110, or via the network 130
that is associated with the supplemental mobile device 112.

Once the supplemental mobile device 112 is connected to
a host device, e.g., mobile device 110, incoming communi-
cations such as phone calls to the host device and/or supple-
mental mobile device 112 may be handled in any manner that
is convenient. For example, the supplemental mobile device
112 may include a distinct identity with respect to the com-
munication network 130, e.g., a phone number, IP address,
etc. Accordingly, when a host device 110 is connected to the
supplemental mobile device 112 and one of the two networks
120, 130 is selected for use, any incoming communications
via the other network may be forwarded or re-directed to the
selected device. More specifically, where the supplemental
mobile device 112 is selected, e.g., based upon a lower oper-
ating cost as compared with the mobile device 110, incoming
phone calls to the mobile device 110 may be forwarded to the
supplemental mobile device 112 to prevent accumulation of
charges associated with the use of the network 120 associated
with the mobile device 110.

Alternatively, the supplemental mobile device 112 may
assume a communication device identity associated with the
host device, e.g., a phone number of the mobile device 110,
upon connection of the host device to the supplemental
mobile device 112. For example, when the mobile device 110
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is connected to the supplemental mobile device 112, the
supplemental mobile device 112 and/or supplemental mobile
device server 140 may detect an incoming communication to
the mobile device 110 via the network 120 of the mobile
device 120, and re-direct the incoming communication to the
supplemental mobile device 112 via the network 130.

As the supplemental mobile device 112 may include a
stand-along identity on the communication network 130, e.g.,
aphone number, the supplemental mobile device 112 may be
used with any device configured to supply power to the
supplemental mobile device 112, and is not limited to use
only with mobile communication devices such as mobile
device 110. For example, the supplemental mobile device 112
may be used in conjunction with any electronic device having
an interface that mates with the adapter module 204 of the
supplemental mobile device 112, e.g., personal digital assis-
tants, MP3 players, etc. Accordingly, the supplemental
mobile device 112 may generally allow electronic devices
that do not otherwise include communication hardware and/
or software to be used as mobile communication devices on
the communication network 130.

Proceeding now to FIG. 3, an exemplary process for com-
municating with a supplemental mobile device 112 is
described. Process 300 may begin at block 302, where the
supplemental mobile device 112 is connected to mobile
device 110. For example, as described above the supplemen-
tal mobile device 112 may generally fit around mobile device
110 as a jacket or cover, receiving a host device, e.g. mobile
device 110, therein while allowing for access to a user inter-
face of the host device. Process 300 may then proceed to
block 304.

In block 304, the supplemental mobile device 112 may
receive power from the host mobile device 110. For example,
as described above, the supplemental mobile device 112 may
be plugged in to a power source provided by the host device
110, e.g., a USB plug that is received by the adapter module
204 of the supplemental mobile device 112.

As mentioned above, in some exemplary illustrations, the
process 300 may allow for encryption of communications
from supplemental mobile device 112, and by extension the
mobile device 110. In these examples, process 300 may pro-
ceed from block 304 to a subprocess 400. An exemplary
illustration of subprocess 400 is described in further detail in
FIG. 4. As shown, subprocess 400 may begin at block 402,
where an encryption profile or level associated with the
supplemental mobile device 112 is determined. For example,
block 402 may generally query whether a user profile asso-
ciated with the supplemental mobile device 112 is a profile
requiring encryption, e.g., that a user associated with the
supplemental mobile device 112 is a member of the military
or any other organization where encryption is desired.

Proceeding to block 404, subprocess 400 may query
whether the encryption profile indicates that encryption is
necessary. If the result at block 404 is that no encryption is
necessary, the subprocess 400 may conclude, proceeding to
block 306 as described further below. Alternatively, if the
profile determined in block 402 requires encryption, then
subprocess 400 proceeds to block 406, where an encryption
key is retrieved. For example, as described above, supplemen-
tal mobile device 112 may pull an encryption key from
supplemental device server 140 according to an identity of a
device with which the supplemental mobile device 112 is
engaging in the communication desired for encryption. Alter-
natively, encryption keys and parameters may be stored
directly by the supplemental mobile device 112, e.g., on
memory module 206 of the supplemental mobile device 112,
thereby allowing the supplemental mobile device 112 to
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determine an encryption key or scheme without external com-
munication to/from the server 140. Proceeding to block 408
of subprocess 400, the encryption key is applied and the
communication may begin between the supplemental mobile
device 112 and the other device, e.g., mobile device 180. The
subprocess 400 may then conclude, proceeding back to block
306 of the process 300.

At block 306, the networks of the host device, e.g., mobile
device 110, and the supplemental mobile device 112 are
determined. For example, any parameter associated with the
different networks 120, 130 may be retrieved from supple-
mental server 140, e.g., associated with the service plans of
the different networks 120, 130 that are associated with the
mobile device 110 and supplemental mobile device 112.
Accordingly, the supplemental mobile device 112 may ini-
tiate a communication to the mobile device 110 indicating the
service provider associated with the supplemental mobile
device 112, service plan details such as costs, capabilities of
the networks associated with the service plans, etc.

As described above, the system 100 may provide for com-
paring available networks 120, 130 that are associated with
the mobile device 110 and the supplemental mobile device
112. In these examples, the process 300 may proceed to
subprocess 500, an exemplary illustration of which is shown
in FIG. 5. Subprocess 500 may begin at block 502, where
service plans are retrieved for each of the host device, e.g.,
mobile device 110, and the supplemental mobile device 112.

Proceeding to block 504, subprocess 500 queries whether
data is available regarding service plan parameters associated
with each of the devices 110, 112. For example, users of a
supplemental mobile device 112 may provide data indicating
various service plan parameters of any host device(s) that they
may wish to use with the supplemental mobile device 112.
Accordingly, where data has been provided to the supplemen-
tal mobile device 112 regarding the relevant service plans
available to the combined host device and supplemental
mobile device 112, subprocess 500 may proceed to block 508.
Alternatively, if data is not directly accessible by the supple-
mental mobile device 112, e.g., is not already stored in
memory module 206 of the supplemental mobile device 112
or in server 140, service plan information may be retrieved
from a database associated with the relevant network 120,130
for which service plan information is needed, as indicated at
block 506. For example, the supplemental mobile device 112
may request service plan information from a database asso-
ciated with the networks 120, 130 and or the service providers
of the networks 120, 130.

Proceeding to block 508, the service plan information is
provided to the supplemental mobile device 112. At block
510, any parameters of the available service plans may be
compared, e.g., an operating cost associated with the host
device and the supplemental mobile device 112 at the time of
the request, a type of service being requested at that time,
performance capability of the networks 120, 130 associated
with the host device and supplemental mobile device 112, or
any other comparison that is convenient. Subprocess 500 may
then conclude, proceeding back to block 308 of process 300.

Atblock 308, the available networks may be displayed to a
user of the combined host device and supplemental mobile
device 112. For example, the network available to the host
device, e.g., mobile device 110, may be displayed alongside
the network that is available to the supplemental mobile
device 112. Furthermore, in examples where a comparison
has been made of any network parameters, e.g., as provided
above in subprocess 500, the comparison of these parameters
may also be displayed to indicate which of the available
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networks 120, 130 is cheaper to use, or includes certain per-
formance requirements or services.

Proceeding to block 310, a selection of which network to
use is received. For example, a user of the combined host
device and supplemental mobile device 112 may select one of
the networks displayed in block 308 through the user inter-
face of the host device. Alternatively, a user may indicate that
the selection should automatically occur according to a com-
parison, e.g., as described above in subprocess 500.

At block 312, the combined host device and supplemental
mobile device 112 may register with the network selected at
block 310. For example, where the network selected is that of
the mobile device 110, the mobile device may register with
the network 120 as it would normally, allowing communica-
tions or data transmissions to/from the mobile device 110.
Alternatively, where the network selected is that of the
supplemental mobile device 112, the supplemental mobile
device 112 registers with the network 130, allowing commu-
nications or data transmissions to/from the supplemental
mobile device 112.

Proceeding to block 314, a communication may be initi-
ated with the host device, e.g., mobile device 110. For
example, a user may initiate a phone call using a user inter-
face, i.e., display 150 or keypad 152.

Atblock 316, an initiated communication, e.g., as initiated
at block 314, may be selectively routed through the network
selected at block 310. For example, where the network
selected is the network 120 that is associated with the mobile
device 110, the initiated communication may proceed accord-
ing to the general operating parameters of the mobile device
110, as if the supplemental mobile device 112 was not being
used in conjunction with the mobile device 110. Alterna-
tively, where the network selected is the network 130 associ-
ated with the supplemental mobile device 112, the commu-
nication initiated with the mobile device 110 may be
connected through the network 130 that is associated with the
supplemental mobile device 112. Further, the initiated com-
munication may be routed to the network that is selected
based upon a comparison between the available networks
using any parameter that is convenient, e.g., cost, network
performance at the time of the communication. Accordingly,
a user may use the network that is cheapest, has the greatest
performance, e.g., largest data transmission capacity, has a
certain type of service that is desired such as multimedia
downloads, etc., of the available networks 120, 130. Commu-
nications initiated with the host device, e.g., mobile device
110, may thus be made on any network that is associated with
the supplemental mobile device 112, and need not be limited
to the network 120 that is associated with the mobile device.
Process 300 may then terminate.

Reference in the specification to “one example,” “an
example,” “one embodiment,” or “an embodiment” means
that a particular feature, structure, or characteristic described
in connection with the example is included in at least one
example. The phrase “in one example” in various places in the
specification does not necessarily refer to the same example
each time it appears.

With regard to the processes, systems, methods, heuristics,
etc. described herein, it should be understood that, although
the steps of such processes, etc. have been described as occur-
ring according to a certain ordered sequence, such processes
could be practiced with the described steps performed in an
order other than the order described herein. It further should
be understood that certain steps could be performed simulta-
neously, that other steps could be added, or that certain steps
described herein could be omitted. In other words, the
descriptions of processes herein are provided for the purpose
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of illustrating certain embodiments, and should in no way be
construed so as to limit the claimed invention.

Accordingly, it is to be understood that the above descrip-
tion is intended to be illustrative and not restrictive. Many
embodiments and applications other than the examples pro-
vided would be upon reading the above description. The
scope of the invention should be determined, not with refer-
ence to the above description, but should instead be deter-
mined with reference to the appended claims, along with the
full scope of equivalents to which such claims are entitled. It
is anticipated and intended that future developments will
occur in the arts discussed herein, and that the disclosed
systems and methods will be incorporated into such future
embodiments. In sum, it should be understood that the inven-
tion is capable of modification and variation and is limited
only by the following claims.

All terms used in the claims are intended to be given their
broadest reasonable constructions and their ordinary mean-
ings as understood by those skilled in the art unless an explicit
indication to the contrary in made herein. In particular, use of
the singular articles such as “a,” “the,” “the,” etc. should be
read to recite one or more of the indicated elements unless a
claim recites an explicit limitation to the contrary.

What is claimed is:

1. A method comprising:

establishing a mating communication interface between a

mobile host device and a supplemental mobile device
using an adapter located in the a supplemental mobile
device;

receiving an initiated communication from the mobile host

device at the supplemental mobile device coupled
directly via the mating communication interface,
wherein the supplemental mobile device is associated
with a first telecommunication network of a first service
provider, and wherein the mobile host device is associ-
ated with a second telecommunication network of a
second service provider;

providing to a user, via a user interface of the mobile host

device, a comparison of a first service plan associated
with the first service provider with a second service plan
associated with the second service provider, wherein the
comparison includes a comparison of a first network
performance of'the first telecommunication network and
a second network performance of the second telecom-
munication network;

receiving, from the user, a selection of'the first service plan

based on the comparison;

determining an encryption level of the supplemental

mobile communication device;
encrypting an outgoing communication according to at
least the encryption level, wherein encrypting the out-
going communication includes establishing an encryp-
tion key, the encryption key including at least an identi-
fication of a second communication device to be in
communication with the mobile host device;

determining a routing decision to transmit the outgoing
communication from the mobile host device to the
supplemental mobile device and then through the first
telecommunication network of the first service provider;
and

transmitting, via the supplemental mobile device, the out-

going communication from the mobile host device
through the first telecommunication network of the first
service provider, wherein the mobile host device is not
authorized to directly communicate along the first tele-
communication network via the second service pro-
vider.
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2. The method of claim 1, wherein the first network per-
formance includes a data transmission capacity of the first
telecommunication network and the second network perfor-
mance includes a data transmission capacity of the second
telecommunication network.

3. The method of claim 1, further comprising:

the supplemental mobile device assuming an identity of the

mobile host device; and

detecting, via the supplemental mobile device, an incom-

ing communication to the mobile host device.

4. The method of claim 3, further comprising re-directing
the incoming communication to the supplemental mobile
device via the first telecommunication network.

5. The method of claim 1, further comprising powering the
supplemental mobile device with the host device via the mat-
ing communication interface that couples the mobile host
device to the supplemental mobile device.

6. The method of claim 1, wherein the supplemental mobile
device is coupled to the mobile host device via a serial bus
port mating interface.

7. A system, comprising:

a supplemental mobile device having a mating interface

and configured to:

communicate with a first telecommunication network of a

first service provider;
establish a mating communication interface between a
mobile host device and the supplemental mobile device
using an adapter located in the a supplemental mobile
device, wherein the mobile host device is associated
with a second telecommunication network of a second
service provider;
provide, to the mobile host device, a comparison of a first
service plan associated with the first service provider
with a second service plan associated with the second
service provider, wherein the comparison includes a
comparison of a first network performance of the first
telecommunication network and a second network per-
formance of the second telecommunication network;

receive, from the mobile host device, a selection of the first
service plan;

determine an encryption level of the supplemental mobile

communication device;
cause encryption of a communication initiated by the
mobile host device according to at least the encryption
level, wherein encryption of the communication
includes establishment of an encryption key, the encryp-
tion key includes at least an identification of a second
communication device to be in communication with the
mobile host device;
determine a routing decision to transmit the initiated com-
munication from the mobile host device to the supple-
mental mobile device and then through the first telecom-
munication network of the first service provider; and

transmit, via the supplemental mobile device, the initiated
communication from the mobile host device through the
first telecommunication network of the first service pro-
vider, and wherein the mobile host device is not autho-
rized by the second service provider to directly commu-
nicate with the first telecommunication network.

8. The system of claim 7, wherein the supplemental mobile
device is further configured to assume an identity of the
mobile host device.

9. The system of claim 8, wherein supplemental mobile
device is further configured to:

detect an incoming communication to the mobile host

device; and
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re-direct the incoming communication to the first telecom-
munication network of the first service provider to for-
ward the incoming call to the supplemental mobile
device.

10. The system of claim 7, wherein the first network per-
formance of the first telecommunication network includes a
data transmission capacity of the first telecommunication
network and the second network performance of the second
telecommunication network includes a data transmission
capacity of the second telecommunication network.

11. The system of claim 7, wherein the supplemental
mobile device is further configured to:

cause a user interface of the mobile host device to display

available networks, wherein the available networks
include the first telecommunication network of the first
service provider and the second telecommunication net-
work of the second service provider.

12. The system of claim 7, further including a supplemental
device server that includes a processor, the first telecommu-
nication network including the supplemental device server,
wherein the supplemental device server is configured to com-
pare the first service plan with the second service plan.

13. The system of claim 12, wherein the processor is con-
figured to encrypt the communication initiated by the mobile
host device.

14. The system of claim 7, wherein the supplemental
mobile device is configured to provide the encryption key to
the second communication device receiving the communica-
tion initiated by the mobile host device and transmitted by the
supplemental mobile device.

15. The system of claim 7, further including a supplemental
device server that includes a processor, wherein the supple-
mental device server provides the encryption key to the sec-
ond communication device receiving the communication ini-
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tiated by the mobile host device, and wherein the encryption
key includes at least an identification of the supplemental
mobile device and an identification of the second communi-
cation device.

16. The system of claim 7, wherein the supplemental
mobile device is configured to be selectively powered by the
mobile host device.

17. The system of claim 7, wherein the mating communi-
cation interface includes a serial bus port interface configured
to directly connect the supplemental mobile device to the
mobile host device, thereby facilitating communication from
the supplemental mobile device to the mobile host device.

18. The system of claim 7, wherein the supplemental
mobile device is configured to couple to any of a plurality of
mobile host devices and route outgoing communications of
the any of the plurality of host devices through the first tele-
communication network, and wherein each of the plurality of
mobile host devices is not authorized to directly communicate
along the first telecommunication network.

19. The system of claim 7, wherein the supplemental
mobile device is configured to assume a distinct identity from
the mobile host device upon connection of the mobile host
device to the supplemental mobile device.

20. The system of claim 7, wherein the mating communi-
cation interface comprises a wireless connection.

21. The system of claim 7, wherein the mating communi-
cation interface comprises a wired connection configured to
physically connect the mobile host device to the supplemental
mobile device.

22. The system of claim 7, wherein the supplemental
mobile device is configured to fit at least partially around the
mobile host device.



